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Distance [m] Cone diameter [m] llluminance [Ix]

— C90 - C270 (Beam angle: 114.8°)

CO0 - C180 (Beam angle: 52.6°)

cd/klim n=50%
C0-C180 == C90-C270
UGR diagram
Glare evaluation according to UGR
p Ceiling 70 70 | 50 | 50 30 | 70 70 50 | 50 30
p Walls 50 30 50 | 30 30 | 50 30 50 | 30 30
p Floor 20 20 |20 |20 | 20 | 20 20 | 20 | 20 20
Room size Viewing direction at right angles Viewing direction parallel
X Y to lamp axis to lamp axis
2H 2H |37 47 40 49 51 |225 235 228 23.7 239
3H| 36 44 39 47 49 |232 241 235 244 246
4H|35 43 38 46 4.8 |235 243 238 245 2438
6H| 34 42 38 44 47 |23.6 243 239 246 249
8H|[34 41 37 44 47 |23.6 243 24.0 246 249
12H|[ 33 40 37 43 4.7 |23.6 243 24.0 246 249
4H 2H |59 67 62 70 7.2 |223 23.1 226 234 237
3H| 58 64 6.1 68 7.1 (23.0 23.7 234 240 243
4H| 57 63 6.1 66 7.0 |233 23.8 23.6 242 245
6H| 56 6.1 6.0 65 6.9 |234 239 238 243 247
8H| 56 6.0 60 64 6.8 [23.4 239 23.8 242 247
12H| 56 6.0 6.0 64 6.8 |23.4 238 23.8 242 246
8H 4H |57 6.2 6.2 6.6 7.0 |23.2 236 23.6 24.0 244
6H| 57 6.0 6.1 64 6.9 |23.3 236 23.7 241 245
8H| 56 59 61 64 6.8 |23.3 236 23.8 24.0 245
12H| 56 58 6.1 6.3 6.8 |23.3 235 23.8 24.0 245
n2H 4H |57 61 62 65 6.9 |23.1 235 23.6 239 243
6H| 56 59 61 64 6.9 (232 235 237 240 245
8H| 56 58 6.1 63 6.8 [23.2 235 237 240 245
Variation of the observer position for the luminaire distances S
S =1.0H +3.6 / -3.7 +0.7 | 1.2
S =1.5H +54 | -6.2 +24 | -7.9
S =2.0H +6.3 / -19.8 +4.0 / -11.2
Standard table - BK02
Correction summand -— 3.4
Corrected glare indices referring to 232Im Total luminous flux

The UGR values are calculated in acc. with CIE Publ. 117. Spacing-
to-Height-Ratio = 0.25



